
• TYPE: Dual (2) code tank skid mount

ASME "U" STAMP

• CAPACITY: 779.5 Gallons per tank, plus 2%

• COMMODITY: Unspecified fluids design

15 PSI internal, 0 PSI external

• PRESSURE: 19.5 PSIG Hydrostatic test

• TEMPERATURE: 20 DEG.F to 200 DEG F.

• SHELL: 1/4 PL X 42 IN O.D.

• HEAD: 1/4 PL ASME F&D

• CORROSION ALLOWANCE: 0.062” head, 

0.062” shell

• STIFFENER: 3/8 X 2 1/2 rolled rings

(4) external

• OPENINGS: 20” ASME code stamp

manways w/ swing bolts

• CLOSURE: Manway is fully inclosed within 

spill box containment.

• VENT: 3”RF flange. 150LB. ANSI..

• DRAIN: 4”RF flange mount plate

• WELDS: Internal root

External submerged-arc

Alll welds solid

• SKID: 1/4X6X4 Structual tubing TYP

over turn

• PROTECTION: Pipe construction with 1/4” 

PLT bracing

• COATING: All surfaces white metal steel grit

blast, 2.5MIL profile (SP-10), interior lined 

with chemical resistant 100% solids Tnemic 

Vinestar 120 liner, 20 mil dry film thickness. 

Exterior coated high build epoxy primer only.
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